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BANCO DA LAVORO 720/2007 LD 

720/2007 LD BAKER’S TABLE 

 

 

N.B. LE NOSTRE MACCHINE POSSONO NON CORRISPONDERE ALLA FOTOGRAFIA 
N.B. EQUIPMENT MIGHT NOT CORRESPOND TO THIS PICTURE 
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CARATTERISTICHE TECNICHE 
BANCO 720/2007 LD 

TECHNICAL FEATURES  

 

− Struttura in acciaio inox 304 
− Lunghezza 3 mt. 
− Tappeto in plastica alimentare 
− Variazione elettronica della velocita’ nastro 
− N°2 mattarelli in acciaio inox 
− Dispositivo sostegno mattarello 
− Dispositivo di taglio spostabile 
− Raschiatore parte superiore tappeto 
− Larghezza massimo taglio 600 mm 
 

Sicurezze 
− Impianto elettrico a norme EN 60204 ed 

isolamento IP54 
− Ripari antinfortunistici con relativi finecorsa di 

blocco macchina 
− I materiali a contatto con il prodotto soddisfano i 

requisiti d’igiene 
 

− Aisi 304 st/st construction 
− Length 3 mt. 
− Food plastic belt 
− Change electronic speed belt 
− N°2 st/st rolling pins 
− Rolling device support 
− Cutting device moveable 
− Top belt scraper 
− Max width cutting 600 mm 
 

Safety devices 
− Electric system as per EN 60204 and insulation 

as per IP54 
− Safety guards with limit switches to stop the 

machine 
− All materials coming in contact with the product 

fulfil all hygiene requirements 

 
 

TIPO 
 

TYPE 

VELOCITA’ TAPPETO 
 

BELT SPEED 
 

m/1’ 

POTENZA 
 

POWER 

PESO 
 

WEIGHT 

TENSIONE DI 
ALIMENTAZIONE 

 
SUPPLY 

VOLTAGE 
 MINIMA MASSIMA kW kg  

BANCO 720/2007 LD 1 5 0.18 230 V200/1~/50Hz 


